SP 700 - SP 740
SP 701 - SP 741

FLOOR SUPPORTS
PVC
Single
Steel

» Modular

SUPPORTI PAVIMENTO
PVC
Singolo
Lamiera

» Componibile

TECHNICAL CHARACTERISTICS

Equipped with: vibration dampers and
assembling screws

Case: 1 couple
Pieces per pallet: 170

Extension:
Min L= 480 mm
Max L= 830 mm

SP 700 - SP 740
Material: galvanized steel
Colour: Ral 9002

SP 701 - SP 741
Material: stainless steel
Colour: Ral 7035

LOAD CAPACITY

Domestic use: 200 kg

DIMENSIONS AND LOADING CAPACITY
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Certified quality

DIMENSIONS AND LOADING CAPACITY
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SP 850

FLOOR SUPPORTS
PVC
Single
Steel

» Modular

SUPPORTI PAVIMENTO
PVC
Singolo
Lamiera

» Componibile

TECHNICAL CHARACTERISTICS

Material: galvanized steel
Colour: Ral 7021

Equipped with: vibration dampers and
assembling screws

Case: 1 couple
Pieces per pallet: 170

Extension:
Min L= 480 mm
Max L= 830 mm

LOAD CAPACITY

Domestic use: 200 kg
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