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Parameter Unit

Model GWH09TA-S3DNA1D
1.GWH12TB-S3DNA1D

2.GWH12TB-S3DNA2D

1.CB148008502

2.CB148008503

1.CB148008303    CB148008305 

CB148008308  2.CB411003004

Power 
Rated Voltage V~ 220-240 220-240

Hz 50/60 50/60

1 1

Cooling Capacity(Min~Max) W 2500(600~3200) 3500(600~4000)

Heating Capacity(Min~Max) W 3200(600~4000) 4000(600~5000)

W 600(120~1300) 900(120~1400)

W 800(120~1500) 1000(120~1700)

A 2.70 4.0

A 3.50 4.5

W 1500 1700

A 7.7 8.0

m3 550/490/420/370/330/290/230 750/650/580/520/470/420/350

0.80 1.4

EER W/W 4.17 3.89

COP W/W 4.00 4.00

SEER 7.60 8

SCOP / /

Application Area m2 12-18 16-24

Indoor Unit

Indoor Unit Model GWH09TA-S3DNA1D/I 
1.GWH12TB-S3DNA1D/I

2.GWH12TB-S3DNA2D/I

1.CB148N08502

2.CB148N08503

1.CB148N08303    CB148N08305 

CB148N08308   2.CB411N03004

Indoor Unit Fan Type

mm

Cooling Speed (SH/H/MH/M/ML/L/SL) r/min 1350/1070/1000/900/800/700/500 1350/1070/1000/900/800/700/500

Heating Speed (SH/H/MH/M/ML/L/SL) r/min 1350/1250/1080/1030/980/900/850 1350/1150/1080/1030/980/900/850

W 15 15

Indoor Unit Fan Motor RLA A 0.07 0.07

Indoor Unit Fan Motor Capacitor / /

mm

mm 2-1.4 2-1.5

mm

Swing Motor Model MP24HA/MP24HB/MP24HC MP24HA/MP24HB/MP24HC

W 2/2/2 2

A 3.15 3.15

 

(SH/H/MH/M/ML/L/SL)
dB (A) 43/36/34/32/28/24/21 43/36/34/32/30/28/26

 

(SH/H/MH/M/ML/L/SL)
dB (A) 55/50/48/46/42/38/35 55/48/46/44/42/40/38

mm

mm

mm

10.5 11

12.5 13
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GWH09TA-S3DNA1D/O GWH12TB-S3DNA1D/O

CB148W08502 CB148W08300

PANASONIC WANBAO 

COMPERSSOR CO.LTD

CHINA RESOURCES SANYO 

COMPRESSOR CO. LTD.

Compressor Model 5RS102ZJA21 C-6RZ110H1A

Compressor Oil FV50S

Compressor Type Rotary Rotary

A 16.50 33

Compressor Rated Load Amp (RLA) A 4.50 4.59

W 980 800

1NT11L-5270 L115-15 1NT11L-3979

°C 16~30 16~30

Cooling Operation  Ambient 
°C  -15~48 -15~48

Heating Operation  Ambient 
°C  -20~24 -20~24

Condenser  Form 

Condenser  Pipe Diameter mm

mm 2-1.6 2-1.4

mm

rpm 900/600 850/750/600

W 30 40

A 0.15 0.2

/ /

m3 1800 2400

mm 445

Climate Type T1 T1

Isolation I I

MPa 4.3 4.3

MPa 2.5 2.5

dB (A) 50/-/- 54/-/-

dB (A) 60/-/- 63/-/-

mm

mm

mm

35 43

37.5 46

Refrigerant R410A R410A

1.22 1.3

Connection 

Pipe

m 5 5

Connection Pipe Gas Additional 
g/m 20 20

mm

mm

m 10 10

m 15 20
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Model 
1.GWH09TB-S3DNA1D

2.GWH09TB-S3DNA3D
GWH09TB-S3DNA2D

1.CB148008404    CB148008403 

CB148008408

2.CB412003302    CB412003303

CB411002904

Power 
Rated Voltage V~ 220-240 220-240

Hz 50/60 50/60

1 1

Cooling Capacity W 2600 2600

Heating Capacity W 3000 3000

W 600 600

W 650 650

A 2.7 2.7

A 3.2 3.2

W 1600 1600

A 7.1 7.1

m3 650/600/550/500/450/400/350 650/600/550/500/450/400/350

0.8 0.8

EER W/W 4.33 4.33

COP W/W 4.62 4.62

SEER 8.5 8.5

HSPF / /

Application Area m2 12-18 12-18

Indoor Unit

Indoor Unit Model
1.GWH09TB-S3DNA1D/I

2.GWH09TB-S3DNA3D/I
GWH09TB-S3DNA2D/I

1.CB148N08404   CB148N08403

CB148N08408 

2.CB412N03302  CB412N03303

CB411N02904

Fan Type

mm

Cooling Speed(SH/H/MH/M/ML/L/SL) r/min 1300/1050/1000/900/800/700/500 1300/1050/1000/900/800/700/500

Heating Speed(SH/H/MH/M/ML/L/SL) r/min 1300/1150/1080/1030/980/900/850 1300/1150/1080/1030/980/900/850

W 15 15

Fan Motor RLA A 0.07 0.07

Fan Motor Capacitor / /

mm

mm 2-1.5 2-1.5

mm

Swing Motor Model MP24HA/MP24HB/MP24HC MP24HA/MP24HB/MP24HC

W 2 2

A 3.15 3.15

(SH/H/MH/M/ML/L/SL)
dB (A) 43/36/34/32/30/28/26 43/36/34/32/30/28/26

(SH/H/MH/M/ML/L/SL)
dB (A) 55/48/46/44/42/40/38 55/48/46/44/42/40/38

mm

mm

mm

11 11

13 13
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Unit

GWH09TB-S3DNA1D/O

CB148W08400

Compressor Model

Compressor Oil FVC50K

Compressor Type Rotary

Compressor LRA.  A 16.5

Compressor RLA  A 4

W 845

HPC 115/95

°C 16~30

Cooling Operation  Ambient 
°C -15~48

Heating Operation  Ambient 
°C -20~24

Condenser  Form 

Condenser  Pipe Diameter mm

mm 2.5-1.5

mm

Fan Motor Speed rpm 900/600

W 30

Fan Motor RLA  A 0.15

Fan Motor Capacitor /

m3 2400

Fan Type

Fan Diameter mm

Climate Type T1

Isolation I

MPa 4.3

MPa 2.5

dB (A) 54/-/-

dB (A) 63/-/-

mm

mm

mm

41

44

Refrigerant R410A

1.2

Connection 

Pipe

m 5

Connection Pipe Gas Additional 
g/m 20

mm

mm

m 10

m 15
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Model GWH12TB-S3DNA1F

CB148009200

Power 
Rated Voltage V~ 220-240

Hz 50

1

Cooling Capacity W 3500

Heating Capacity W 4000

W 900

W 1000

A 4.0

A 4.5

W 1700

A 6.5

m3 750/650/580/520/470/420/350

1

EER W/W 3.89

COP W/W 4

SEER 8

HSPF /

Application Area m2 16-24

Indoor Unit

Indoor Unit Model GWH12TB-S3DNA1F/I

CB148N09200

Fan Type

mm

Cooling Speed(SH/H/MH/M/ML/L/SL) r/min 1350/1070/1000/900/800/700/500

Heating Speed(SH/H/MH/M/ML/L/SL) r/min 1350/1150/1080/1030/980/900/850

W 15

Fan Motor RLA A 0.07

Fan Motor Capacitor /

mm

mm 2-1.5

mm

Swing Motor Model MP24HA/MP24HB/MP24HC

W 2

A 3.15

(SH/H/MH/M/ML/L/SL)
dB (A) 43/36/34/32/30/28/26

(SH/H/MH/M/ML/L/SL)
dB (A) 55/48/46/44/42/40/38

mm

mm

mm

11

13
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Unit

GWH12TB-S3DNA1F/O

CB148W09200

CHINA RESOURCES SANYO COMPRESSOR CO. LTD.

Compressor Model C-6RZ110H1A

Compressor Oil FV50S

Compressor Type Rotary

Compressor LRA.  A 33

Compressor RLA  A 4.59

W 800

1NT11L-3979

°C 16~30

Cooling Operation  Ambient 
°C -15~48

Heating Operation  Ambient 
°C -20~24

Condenser  Form 

Condenser  Pipe Diameter mm

mm 2-1.4

mm

Fan Motor Speed rpm 850/750/600

W 40

Fan Motor RLA  A 0.2

Fan Motor Capacitor /

m3 2400

Fan Type

Fan Diameter mm

Climate Type T1

Isolation I

MPa 4.3

MPa 2.5

dB (A) 54/-/-

dB (A) 63/-/-

mm

mm

mm

43

46

Refrigerant R410A

1.3

Connection 

Pipe

m 5

Connection Pipe Gas Additional 
g/m 20

mm

mm

m 10

m 20
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2.2 Operation Characteristic Curve

2.3 Capacity Variation Ratio According to Temperature
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2.5 Cooling and Heating Data Sheet in Rated Frequency

Instruction:

 

2.4 Noise Curve
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Indoor side noise

Rated cooling 
condition(°C)

 (DB/WB) Model 
connecting indoor and Fan speed of Fan speed of 

Compressor 

(rps)
Indoor P (MPa) T1 (°C) T2 (°C)

27/19 35/–
09K

0.9~1.2
13 to 15 41 to 43 34

12K 10 to 12 43 to 45 55

condition(°C)
 (DB/WB) Model 

connecting indoor and Fan speed of Fan speed of 
Compressor 

(rps)
Indoor P (MPa) T1 (°C) T2 (°C)

20/15 7/6
09K

2.0~2.6
33 to 36 3 to 5 41

12K 42 to 44 3 to 5 55

Cooling:

Heating:


